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ORP measurements

Testing and maintenance supplies for ORP measurements Order No.

SORT/RH Reagents for regenerating ORP electrodes 109 730

consisting of activation powder (10 g) and clorina powder (30 g)

RH 28 ORP buffer solution 1 bottle of 250 ml: pH 7, UH = 427 mV 109 740

ELY/ORP/AG Electrolyte with 2 mol/l KNO3 +0.001 mol/l KCl 109 735

for combined ORP electrode with silver electrode

Ordering Informations for accessories

SenTix® PLUS SenTix® ORP SenTix® Ag SenTix® Au SenTix® PtR 

Electrodes 103 648 103 664 103 665 103 666

Working range °C (°F) 0…100 °C (32…212 °F) -5…100 °C (23…212 °F) -5…100 °C (23…212 °F) -5…100 °C (23…212 °F)

Reference electrolyt KCl 3 mol/l ELY/ORP/Ag KCl 3 mol/l Gel

Sensor Platinum Silver Gold Platinum

Sensor shape Round 0.16 in. (4 mm) Clindrical cap Clindrical cap Round 0.24 in. (6 mm)

Diaphragm Ceramic Ceramic Ceramic Split ring

Shaft material Glass Glass Glass Glass

Shaft length 4.72 in. (120 mm) 4.72 in. (120 mm) 4.72 in. (120 mm) 4.72 in. (120 mm)

(±0,08 in./±2 mm)

Shaft-Ø 0.47 in. (12 mm) 0.47 in. (12 mm) 0.47 in. (12 mm) 0.47 in. (12 mm)

(±0,02 in./±0,5 mm)

Temperature sensor – – – –

Connection AS DIN/AS DIN-3, AS BNC
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